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ENGINEERING SPECIFICATION 
- Suit 6L back entry pans
- Min water supply pressure - 50kPa
- Max water supply pressure - 300kPa
- Flush volume - 6 / 3L adjustable
- Flow rate required - 1.5L per sec
- Small diamater option: ZDF-6152L-SD  

Dimensional Data (mm) are Subject to Manufacturing Tolerances and Change Without Notice

TANK PRESSURE DUAL FLUSH VALVE
ZDF-6152L

FLUSHING SYSTEMS
Concealed Conversion

ZDF-6152PS  200x100mm stainless steel panel
ZDF-6152P  300x300mm stainless steel panel
ZH-6152BX12    300x300mm stainless steel panel and frame
FPCP-40  40 x 450 x 450mm stainless steel flush pipe

OPTIONS

  CODE      DESCRIPTION

STANDARDS COMPLIANCE
- WELS – 3 Star – 3.6L
- WELS Registration No. L07407
- Watermarked Approved - WM-00307

  WM-000307

FLUSHPIPE
IS
OPTIONAL
EXTRA

40MM INLET

10 3/4 [273] MAX
‘L’ DIMENSION (SPECIFY)

4 3/4   1/2
[121   13]

OPTIONAL 
WALL PLATES

FINISHED 
WALL3 1/2 [89]

MIN.

1 1/2 [38]
WALL OPENINGS

14 1/2 [386]




